VR18 Paperless Recorder

6.4" Color TFT LCD with 540x480 pixels resolution
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12 SOFT KEYS FOR EASY OPERATION

VR18 is the World First paperess recorder of the same size with the
highest resolution (true VIGA , 640x480 pixels), infrared detector, 18
channels, plug & play 'O card, high flexibility, the most user - friendly and
the shortest depth. In chemical plant, food & beverage plant, petrochemical
plant, semiconductor plant, metal alloy, automotive plant, environmental
manitoring or laboratory, VR18 can be used to monitor, record, evaluate

the processes in the plants.
The user can access dala on the screen as well as on site from a remote

place via RS-232, RS-485, RS-422 serial interface or Ethernet networking.
The historical data can be stored in flash ROM, Compact Flash Card, or
collected in a remote host PC for data evaluation and print-out.

Panel Mounted Style
6.4" color TFT LCD 640x480 pixels resolution

Infrared detector protect LCD &
sSave power

BenchTop / Portable Style

- Portable handle

Power switch

Compact Flash Card

Rear Terminals

slandard Ethernet and optional
RS-232/422/485 Power supply
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6 SLOTs for Plug & play /O cards, maximum 18 analog
input or mixed with analog & digital I/O cards

Input & Output Cards
Digital input Digital output (6 alarms)  Analog input
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= View max. & mixed real time data trends horizontally.
» Display data in “Bars" and “Digits" together with mixed “Trends®,
* Recognize data trends easily by different colors and tag names.
= Switch to other configured pages easily by “Page” function kay.
» Display current “Time/Date” information.

= Remind the user of "Alarm” or "Memory Full".















